Motores trifasicos con brida 4 polos (1.800 rpm), IBM35, 60Hz e IP55

100160474
100160478
100160483
100160489
100160495
100160501
100160506
100160511

100160519
100160525
100160531
100160535
100160541

100160440
100160448
100160452
100160454
100160458

Siemens Ecuador

Motor bridado 4 polos Tipo 1LA5 180

Tipo

Tamaiio
Constructivo

VELOCIDAD 1.800 rpm (4 polos)

1LA7070 - 4YA66
1LA7073 - 4YA66
1LA7080 - 4YA66
1LA7083 - 4YA66
T1LA7090 - 4YA66
1LA7096 - 4YA66
TLA7111 - 4YA66
1LA7112 - 4YA66
1LA7114 - 4YA66
1LA7131 - 4YA76
1LA7134 - 4YA76
1LA7164 - 4YA76
1LA7167 - 4YA76
1LA5183 - 4YA86
TLA5187 - 4YA86
1LA5207 - 4YA86
1LA5220 - 4YA86
1LA5224 - 4YA86

71

71

80

80

90

90

112
112
112
132 SIM
132 SIM
160 M/L
160 M/L
180 M
180 L
200L
225S
225 M

Potencia
HP
0.5 0.37
0.75 0.56
1.0 0.75
1.5 1.12
2.0 1.50
3.0 2.20
4.0 3.00
5.0 3.73
7.5 5.60
10.0 7.5
15.0 11.2
20.0 14.9
25.0 18.7
30.0 22.4
40.0 29.8
50.0 37.3
60.0 44.5
75.0 56.0

Eficiencia F.Servicio

%

63.6
64.0
64.2
65.9
82.3
83.0
85.5
85.3
87.5
88.3
89.8
90.9
91.8
91.8
92.5
92.5
93.0
94.1

FS

.15
.15
.15
.15
15
.15
.15
.15
15
.15
15
.15
.15
1.05
1.05
1.15
1.15
1.15

=y E s

Corriente (A)

220 VAC

1.9
2.9

Mayor Informacion :
Configurador de motores: www.siemens.com/sd-configurator
Catélogo : www.siemens.com/motors
Notas :

Dimensiones de los motores ver paginas 2/2 - 2/3

Visite nuestro video de la fabrica de motores en: ‘l‘ﬂ“m

440 VAC

0.95

1.45

1.75
25
3.5
4.8
6.5
7.9
11.6
14.4
215
28.4
33.0
39.0
52.0
63.0
74.0
94.0

147,00
158,00
166,00
204,00
245,00
308,00
359,00
394,00
490,00
666,00
960,00
1.142,00
1.246,00
2.096,00
2.458,00
3.356,00
3.830,00
4.603,00



